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OPTICAL SIGHT

GS 3-12õ50, GS 4-16õ56

 

SPECIFICATIONS

 

Optical sights 3 GS-4 and GS 12õ50-16õ56 designed for shooting, hunting and sporting weapons. The sights are equipped with 
reticle MIL-DOT. For easy aiming an adjustable illumination of a grid. For otstrojki from a parallax (the combination of the 
image plane with the plane of the grid at distances in the range of 50 to 1000m) the sight has a scale, digitized in meters. To 
prevent condensation or optical surfaces when the temperature of the scopes are filled with nitrogen

Visible magnification range, times

Angular field of view in the space of objects:
-if increasing 3x
-with an increase of 12x

Lens diameter of the lens, mm

Diameter of exit pupil, mm, not less than:
-if increasing 3x
-with an increase of 12x

Removal of exit pupil, mm

Range of diopter adjustment of the eyepiece, dptr

Vertical and horizontal alignment

The scale of the correction scales along 
the vertical and horizontal

MIL DOT grid step

Source of power

Overall dimensions of the sight, mm, not more than

Weight of sight with battery element, kg, no more than

GS 3-12õ50

From 3 to 12

6 20'
1 50'

50

16,5
4,2

86

From minus 3 to plus 2

±30'

1 cm / 100m

1 mrad (1 etc.)

Battery type CR2032, 
voltage 3V

367õ73õ89

0,9

From 4 to 16

5
1 20'

56

14
3,5

86

From minus 3 to plus 2

±30'

1 cm / 100m

1 mrad (1 etc.)

Battery type CR2032, 
voltage 3V

399õ73õ91

0,9

GS 4-16õ56
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